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REF. 6030 1W DIGITAL COMPATIBLE VIDEO KIT
Digital. Installation: 3+ coaxial. Permits 1
monitor Ref. 6070 or 2 telephones ref.2451
without additional power supply. Option of
2nd access and outdoor camera.

REF. 6034 2W VERSION
REF. 6038 3W VERSION

REF. 6047 1W DIGITAL COLOUR VIDEO KIT
Colour. Image in colour.  Installation: 3+
coaxial. Allows 1 monitor Ref. 6051 (or Ref.
6070 B/W) or 2 telephones Ref.2451 without
extra power supply. Option of 2nd access
and outdoor camera.

REF. 6071 2W VERSION
REF. 6073 3W VERSION

REF.60305 5-WIRE DIGITAL VIDEO KIT
Digital 5-wire. For new installations and
existing installations with insufficient
cross-section. Makes it possible to replace
an audio door-entry system with video.
Al lows 1 monitor Ref.1098 or 2
telephones without power supply. Option
of 2nd access and outdoor camera.
REF. 60345 2W VERSION

STAR

Wide range of video door-entry systems for individual houses in kit format.

INDIVIDUAL HOMES
VIDEO DOOR-ENTRY SYSTEMS

The kits include: outdoor panel with call button
and video-camera (which has a PAN&TILT
system for +10 �  adjustment in all directions),
box, power supply, lock-release and surface
monitor for the home.  The video door-entry
m o n i t o r s  h a v e  a u t o m a t i c
connection/disconnection and auto-start.

BRUTONEOX

5-WIRE DIGITALDIGITAL COMPATIBLE DIGITAL COLOUR

LOFT

REF. 5382 1W 2-WIRES NEOX VIDEO KIT
Installation: 2 wires without coaxial. Makes it
possible to replace a bell with a video door-
entry system, taking advantage of the existing
2-wire installation. Allows 1 monitor ref.5385
without additional power supply. REF. 3332 2W LOFT VIDEO KIT

REF. 3340 1W LOFT VIDEO KIT
Installation: 3 + coax. Allows 1 monitor
ref.3310 without additional power
supply. Allows secondary accesss and
remote camera

REF. 3334 3W LOFT VIDEO KIT
COLOUR
REF. 3330 1W LOFT VIDEO KIT
REF. 3333 2W LOFT VIDEO KIT
REF. 3335 3W LOFT VIDEO KIT

REF. 2239 1W BRUTO VIDEO KIT
Vandal-resistant.
Installation: 3+ coaxial. Includes a BRUTO model
vandal-resistant outdoor panel. For homes,
companies, offices, banks, schools, etc. Allows
1 monitor Ref. 6070 or 2 telephones Ref. 2451
without additional power supply. Option of
2nd access and outdoor camera.
REF. 2629 1W BRUTO COLOUR VIDEO KIT
REF. 2116 STAINLESS STEEL SURFACE BOX
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TYPES OF CABLE ACCORDING TO MAXIMUM DISTANCE
mts Hilos / Wires / Fios / Fils

See types of cable according to table.

Installation Diagram, compatible 1 way kits.
Valid for video door-entry kits (except 2-wire and 5-
wire video kit,  and with intercommunication).

FERMAX DIGITAL COMPATIBLE  equipment
works with any type of cable � (3+coaxial, 5-wires or
UTP Cat 5 cable). � See cables-distances table.

2
VAC 2

2

3+COAXIAL / 5 WIRES / UTP CAT5
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We recommend:
>> In buildings with between 1 and 199 apartments, with a maximum of two access doors and guard unit.

Maximum distance from the outdoor panel to the last phone or monitor of the installation: 200 m.
>> In blocks inside condominiums with unlimited general accesses and guard units.

An ADS/MDS Decoder Ref.2409 is required for each block. You can combine an MDS system at the general accesses 
or entrances with an ADS system (199 Kits line) in inside blocks, to benefit from the advantages of both technologies.

USE CAPACITY

*Depending on the nº of apartments, distances and
type of distribution in the case of video door-entry
systems, additional elements will be required.

With these new kits, the complex lists of materials are essentially reduced to: the
kit reference, plus as many phones or monitors as apartments in the building*.

Easy to quote.

The Fermax 199 kits include, under one single reference, all the elements, (except
telephones and monitors), required to install a full audio or video door-entry
system in buildings of up to 199 homes*.  (Maximum distance 200 m between
panel and last terminal.)

Simplified installation. Regardless of the number of residents, digital technology
allows the Fermax outdoor panel to remain the same, as the call can be made
very simply by dialling the number of the door on a telephone-type keypad.  The
keypad can also open the door by entering a code which has been pre-
programmed.   S imp le  to  use :  To  ca l l  door  number  199 ,  p ress :

WITH ADS DIGITAL TECHNOLOGY. Without call returns.

Video door-entry Systems. 
 3-wires + coaxial
installation.

Audio door-entry Systems. 
 3-wires installation.Video door-entry Systems. 
 5-wires installation
without coaxial.

TYPES 
 OF 
 KIT
DIRECT 199 
 KITS VISION 199 
 KITS VOX 199 
 KITS

Everything included in ONE REFERENCE

    direct199 vision199 Vox199

199 KITS FOR
BUILDINGS

ALL-INCLUSIVE
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Panel size:
Panel: 135(W) x 385(H) mm.
Box: 115(W) x 355(H) X 45(D) mm.

With double panel. Directory
panel included, for residents
names and the corresponding
door numbers.

The vandal-resistant panel incorporates
an electronic directory for residents
names and their door numbers, with
search facility.

REF. 6092  DIRECT199 KIT

REF. 6094 DIRECT199
                COLOUR KIT

REF. 6136  DIRECT199 BRUTO
DIGITAL KIT

REF. 6137  DIRECT 199 BRUTO
DIGITAL COLOUR KIT

REF. 6140  VISION199 KIT REF. 6144 VISION 199
BRUTO DIGITAL KIT

Video door-entry equipment with 3-wire + coaxial installation for buildings
of up to 199 apartments.

Direct 199 Kits (B/W and colour video door-entry systems):

Vision 199 Kits (B/W video door-entry system):
Video door-entry equipment with 5-wire installation for buildings of up
to 199 homes.

A single panel includes the electronics
and the directory for residents names.
Includes decorative frame to improve
the appearance of the panel and to
hide holes and defects.

REF. 6130  DIRECT 199 CITY KIT

 REF. 6141  VISION 199 CITY  KIT

Panel size:
Panel: 135(W) x 300(H) mm.
Box:   115(W) x 270(H) mm.

With Bruto vandal-resistant panel.

REF.  6132  DIRECT 199 BRUTO KIT

REF. 6133 DIRECT 199 BRUTO
                COLOUR KIT
REF. 6142 VISION 199 BRUTO KIT

For other models or accessories,  see 'ADS System' section and 'Monitors and Telephones' section. See pag.28 for all other accessories.

Panel size:
S.7 Panel: 130(W) x 341(H) mm.
S.7 Box: 115(W) x 328(H) x 45(D) mm.
S.7 Frame: 225(W) x 450(D) mm.
The panel incorporates an electronic
directory containing information on
residents names and their door
numbers, with search facility. Also
includes decorative frame for the
panel.

 REF. 6134 DIRECT 199 CITY
                DIGITAL KIT

    REF. 6143 VISION 199 CITY
                   DIGITAL KIT

REF. 6135 DIRECT 199 CITY DIGITAL
               COLOUR KIT

OPTIONS
DOUBLE 
 PANEL SINGLE 
 PANEL ELECTRONIC

DIRECTORY

199 kits
Direct/Vision

>> Panel (or panels) with flush box.
>> DIN 10, 12Vac/1.5A - 18Vdc / 1.5A format power supply.

(Capacity: up to 30 monitors).
>> Lock-release.
>> Video distributor for installations of different configurations.

All 199 kits include:
2 2

3 + coaxial
or 5 wires

3 + coaxial
or 5 wires

3 + coaxial
or 5 wires

3 + coaxial
or 5 wires

3 + coaxial
or 5 wires

DIRECT / VISION
199 KITS

3+COAXIAL / 5 WIRES
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TYPES OF CABLE ACCORDING TO MAXIMUM DISTANCES
 metres cross-section

� � 
 � 
 	 	 �

� 
 	 	 �

coaxial RG59 (only DIRECT 199 KITS)

� � 
 � � 	
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Panel size:
S.5 Panel: 130(W) x 246(H) mm.
S.5 Box: 115(W) x 233(H) x 45(D) mm.

� � 
 � � 	

Panel size:
S.7 Panel: 130(W) x 341(H) mm.
S.7 Box: 115(W) x 328(H) x 45(D)mm.
S.7 Frame: 225(W) x 450(H) mm.

VANDAL-RESISTANT
WITH ELECTRONIC

DIRECTORY

VANDAL-
RESISTANT
VERSION

REF. 6131  DIRECT 199 CITY
COLOUR KIT

Up to 2 per home
without additional
power supply.

REF. 2448 2-WAY DISTRIBUTOR
REF. 2449 4-WAY DISTRIBUTOR
REF. 2482 2-WAY VISION DISTRIB.

ADDITIONAL COMPONENTS
VIDEO 
 DISTRIBUTOR ADDITIONAL

TELEPHONE
LOFT 
 MONITOR CITYMAX 
 MONITOR

Does not allow additional functions
or accessories.

REF. 2406 ADS 199 TELEPHONEREF. 2447 B/W ADS BASIC MONITOR
REF. 2446 COLOUR ADS MONITOR

REF. 2454 ADS CONNECTOR
REF. 6076 VISION CONNECTOR

REF. 2480 VISION MONITOR
 Includes connector Ref. 6078 with battery.

REF. 3311 B/W LOFT ADS MONITOR
REF. 3313 COLOUR LOFT ADS MONITOR
REF. 3314 LOFT ADS CONNECTOR
REF. 3318 LOFT VISION 5 WITH CONNECTOR

For existing installations.
REF. 3322 LOFT VISION 5 CONNECTOR 

WITH BATTERY. For existing 
installations.



To expand the installation with a 2nd access, request another
VOX 199 KIT. No switcher needed.

Panel Size:
S.5 Panel:130(W)x246(H) mm.
S.5 Box:115(W)x233(H)x45(D)mm.

Panel Size:
S.5 Panel: 130(W)x246(H) mm.
S.5 Box: 115(W)x233(H)x45(D)mm.
S.5 Frame: 225(W)x375(H) mm.

With double panel. Includes
directory panel for residents’
names and door numbers.

A single panel incorporates
an electronic directory for
residents’ names. Includes a
decorative frame for the
panel to improve appearance
and to cover holes and
imperfections.

W i t h  B r u t o  v a n d a l -
resistant panel.

The panel incorporates an
e lectronic  d i rectory  for
residents’ names  and door
numbers, with search facility.
It also includes a decorative
frame for the panel.

The  vanda l - res i s tant  pane l
incorporates  an  e lect ron ic
directory with residents’ names
and door numbers, with search
facility.

REF.6093 VOX 199 KIT REF.6150 VOX199 CITY KIT REF.6152 VOX199 CITY
DIGITAL KIT

REF.6151 VOX199
BRUTO KIT

REF.6153 VOX199 BRUTO
DIGITAL KIT

Panel Size:
S.5 Panel: 130(W)x246(H) mm.
S.5 Box: 115(W)x233(H)x45(D) mm.
S.5 Frame: 225(W)x375(H) mm.

Panel S ize:
Panel:  85(W)x215(H) mm.
Box: 115(W)x185(H) mm.

Panel S ize:
Panel:  135(W)x300(H) mm.
Box: 115(W)x270(H) mm.

 REF.2536 ADS CITYMAX GUARD UNIT

REF.2492 CONNECTION MODULE
GUARD UNIT

ADS digital door-entry equipment with 3-wires BUS installation,
for buildings of up to 199 homes.

Vox 199 Kits (Audio Entry System):

DIN 10 Format. One for every 30 monitors or 60
telephones. The kit includes  one unit.

In housing complexes with interior blocks -
ADS (Direct, Vision or Vox) and general
entrances - MDS. One is required for each
interior block.

REF. 2409 ADS/MDS DECODER

DIN 6 Format. For additional equipment in homes.
One power supply for every 2 monitors after the
2nd one.

REF. 4812 POWER SUPPLY 18 Vdc/1,5A

Does not a l low addit ional
funct ions  or  accessor ies .

REF.2406 199 ADS TELEPHONE

REF. 4810 GRAL. POWER SUP.12Vac/1,5A-18Vdc/1.5A
For video door-entry installations with
2 accesses.

REF. 2450 ADS VIDEO SWITCHER

For Vision video installations with 2
accesses.

REF. 8810 VISION VIDEO SWITCHER

35

OPTIONS
ADDITIONAL
COMPONENTS

DOUBLE PANEL SINGLE PANEL ELECTRONIC
DIRECTORY

VANDAL-
RESISTANT
VERSION

VANDAL-
RESISTANT WITH

ELECTRONIC
DIRECTORY

TELEPHONE

ADDITIONAL POWER SUPPLY DECODER VIDEO SWITCHER GUARD UNIT

199 kits
Vox

>> Panel (or panels) with flush box.
>> DIN 10, 12Vac/1.5A - 18Vdc/1.5A format power supply.
     Capacity: up to approx. 60 telephones
>> 12V, direct current lock-release, Ref. 2958.

All Vox 199 kits include:

0-100

100-150

150-200

1 mm2

TYPES OF CABLE ACCORDING TO MAXIMUM
metres wires

1. 5 mm2

2 mm2

VOX 199 KITS
3 WIRES

DIRECT / VISION / VOX 199 ACCESSORIES

2 2

3 3

3 3

3



LE PORTIER VIDÉO LE PLUS RÉVOLUTIONNAIRE

POUR VOTRE LOGEMENT NUMÉRIQUE

PORTIERS VIDÉO



Conçu par Gae Benedito, architecte. Cabinet Benito Design, Barcelone.

Compact, extra-plat, élégant. Suspension murale.
Voici iLoft, le portier vidéo de Fermax le plus révolutionnaire!

La meil leur e option pour les nouveaux logements
numériques. Un portier vidéo conçu pour l’utilisateur et
son nouvel environnement.

Grâce à iLoft, vous trouverez l'équilibre parfait entre les
besoins fonctionnels de sécurité et de communication
de votre immeuble, ainsi que l’élégance et l’intégration
parfaite requise au sein d’une architecture moderne.

DESIGN MINIMALISTE





NOUVEAUX MATÉRIAUX



iLoft est un portier vidéo couleur mains libr es.
Compact et extra-plat.
Pour sa fabrication, de nouveaux matériaux ainsi
que divers détails de finition ont été utilisés, ce
qui lui donne une finition sobre et délicate.
Son design minimaliste se caractérise par une

couche de polycarbonate transpar ente qui
recouvre une surface neutre, par une sortie audio
originale et des boutons-poussoirs chr omés
servant à activer les fonctions de base du portier
vidéo ainsi que par un écran TFT de 4 pouces
d’une qualité et d’une définition optimales.





DÉTAILS ORIGINAUX



iLoft est un portier vidéo couleur
intégrant un écran TFT de 4 pouces
et fonctionnant en mode mains
libres.

Lors de la réception d’un appel
provenant de la platine de rue,
l’image apparaît automatiquement
sur le moniteur . Afin de pouvoir
communiquer avec la platine de
rue, il faut appuyer sur la touche

,  qu i  r end  poss ib l e  une
conversation dans les deux sens
(rue-logement et logement-rue) pour
pouvoir parler avec le visiteur .

CARACTÉRISTIQUES

ET FONCTIONNEMENT



* Le moniteur intègre un programmateur interne qui désactive automatiquement la communication au bout de 90 s. afin que
le moniteur ne reste pas activé.

Ecran TFT 4 pouces
Lorsque l'on reçoit un
appel, l'image apparaît
automatiquement.

Sortie haut-parleur.

Led de statut.
En communication (bleue).
En veille (rouge).

Microphone

Bouton gâche
électrique.
Bouton-poussoir
permettant d’ouvrir
la porte d’accès et
d’appeler le concierge.

Activer communication/raccrocher.
Pour activer la communication avec la platine

de rue et mettre fin à la communication*.

Allumage automatique.
Appuyer pendant 1 seconde
afin d’activer l’image prise
par la caméra de la platine
de rue.

F1-F2. Boutons-poussoirs
permettant d’activer des
fonctions
supplémentaires:
activation de l’éclairage de
l’escalier, ouverture de la
seconde porte, appel
d’urgence, etc.

Menu numérique
Pour régler/ajuster les
paramètres internes:
• Réglage de volume: fort,
moyen, désactivé (not
disturb).
• Sélection de mélodies
d’appel: 4 options.
• Luminosité/Contraste
selon 4 fonds prédéfinis.
• 4 niveaux de couleur.



PROGRAMMATION

Le moniteur iLoft est un portier vidéo
numérique qui doit être programmé
en fonction du numéro du logement
dans lequel il est installé.

Il intègr e un système innovateur
p e r m e t t a n t  d ' e f f e c t u e r  l a
programmation à partir du moniteur
une fois ce der nier installé, et ce,
sans avoir à intervenir au niveau de
la platine de rue. Pour ce la, après
avoir soulevé le couvercle, appuyer
sur la touche de programmation et
sélectionner, à l’aide des boutons-
poussoirs du menu numérique

, le numéro de la porte auquel
correspond ce moniteur jusqu'à ce
que l'on puisse le visualiser sur
l'écran du moniteur.

 Installer le boîtier encastrable FERMAX ou un boîtier standar d (mesures: 114(L)x174(H)x50(P) mm). 
Raccorder les câbles de l’installation à la réglette du moniteur.  Visser le moniteur au boîtier encastrable et
le programmer à l’aide du numéro du logement.  Installer le couvercle et le rabaisser.  Régler le volume/les
niveaux de contraste et luminosité/le niveau de la couleur.

INSTALLATION. 5 ÉTAPES

F1

F2

MENU

42 31 5

Bouton de
programmation

Affichage

1.60m

5.25 feet
Ct

+

MV
M

V

F1 T A+

L-

F2

PROG



Mesures en mm.

197

F1 F2

MENU

F1 F2

MENU

F1 F2

MENU

131

F1 F2

MENU

14

45

60

CARACTÉRISTIQUES TECHNIQUES

DIMENSIONS Moniteur:
131(L)x197(H)x60(P)mm
Boîtier encastrable Fermax:
108(L)x158(H)x45(P)mm
Boîtier standard (dimension max.):
114(L)x174(H)x50(P)mm

INSTALLATION Encastrable. Accrochage au mur
14 mm une fois encastré.

ALIMENTATION 18Vdc

CONSOMMATION Veille: 15 mA
Appel: 300 mA
Communication: 400 mA

RÉGLAGE luminosité/contraste/volume
par le biais de potentiomètres
numériques internes.

TFT Écran plat. 4 pouces diagonal

RÉSOLUTION 480 (L) x 234 (H) lignes.

Le moniteur iLoft est compatible avec les boîtiers
encastrables aux mesures standards:
114(L)x174(H)x50(P)mm.
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